Cardinal’s 6SAP-100 is a plastic adhesion promoter designed to improve adhesion on plastic substrates where adhesion is difficult. 6SAP-100 acts as an intermediate coating between the substrate and the topcoat.

**Typical Uses:**
- Plastic substrates

**Benefits:**
- Easy application

**Safety:**
Contains organic solvents. Use with adequate ventilation - do not breath vapors or spray mists. If component TLVs are exceeded, a NIOSH approved air supplied respirator is advised. See MSDS for TLV information. Allergic reactions are possible. Avoid use by persons with respiratory problems. Avoid contact with eyes, skin, and clothing. Wash thoroughly after handling.

**First Aid:**
- Eye contact: flush immediately with plenty of water for at least 15 min. and get medical attention.
- Skin contact: wash thoroughly with soap and water for 5 minutes.
- If swallowed, do not induce vomiting and get medical attention immediately.
- Inhalation, remove to fresh air.

**Related Products:**

<table>
<thead>
<tr>
<th>PRODUCT NO.</th>
<th>DESCRIPTION / FUNCTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>6200</td>
<td>1# 2K Polyurethane</td>
</tr>
<tr>
<td>6S00</td>
<td>1# 2K Polyurethane</td>
</tr>
<tr>
<td>6W00</td>
<td>1# 2K Polyurethane</td>
</tr>
</tbody>
</table>

**Type:** Adhesion Promoter

**Components:** One

**Minimum Order:** 1 quart

**VOC Content:** (as supplied)
- 119 Grams/Liter (1.0 lbs/gal)
- 5 Grams/Liter (0.04 lbs/gal)

**Volume Solids:** 3.7%

**Flash Point:** -4°F TCC

**Shelf Life:** 6 months unopened from date of manufacture on the container.

**Mixing Ratio:** Ready to Spray

**Application:** Spray a smooth uniform film.

**Recommended Film Thickness:** 0.5 mil

**Dry Time:**
- Air Dry
  - Dry to touch 15 min.
  - Recoat, after 30 min.
  - And before 8 hrs.
  (At 1.0 mils dry film thickness, 78°F, 50% RH)

**Clean-Up:** Clean up should be done as soon as possible. Air quality regulations may limit allowable emissions from cleaning operations.

**Product Limitations:**
- For industrial use only.